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PIPE FIXINGS

Cable tie BN Cable tie UBN

Type Art.-No. ID dimensions qty. per box outer carton

[mm] pcs. pcs.

BN 2,5 x 100  87478 3  2,5 x 102 100 20000

BN 2,5 x 130  87479 0  2,5 x 142 100 15000

BN 2,5 x 200  87480 6  2,6 x 202 100 10000

BN 3,6 x 140  87481 3  3,6 x 150 100 10000

BN 3,6 x 200  19802 5  3,6 x 205 100 10000

BN 3,6 x 290  37490 0  3,6 x 295 100 7500

BN 4,8 x 200  87484 4  4,8 x 200 100 7500

BN 4,8 x 250  37582 2  4,8 x 250 100 5000

BN 4,8 x 280  87485 1  4,8 x 282 100 5000

BN 4,8 x 360  37653 9  4,8 x 368 100 5000

BN 4,8 x 380  37583 9  4,8 x 385 100 8000

BN 4,8 x 430  37708 6  4,8 x 432 100 5000

BN 7,8 x 360  87487 5  7,8 x 380 100 2500

BN 7,8 x 450  37996 7  7,8 x 450 100 2500

BN 7,8 x 550  37997 4  7,8 x 550 100 2000

BN 7,8 x 750  37998 1  7,8 x 762 100 1800

BN 9,0 x 800  38000 0  9,0 x 812 100 1500

BN 12,6 x 1000  38002 4  12,6 x 1030 100 800

UBN 2,5 x 100  87488 2  2,5 x 102 100 20000

UBN 2,5 x 130  87489 9  2,5 x 142 100 15000

UBN 2,5 x 200  87490 5  2,6 x 202 100 10000

UBN 3,6 x 140  87491 2  3,6 x 150 100 10000

UBN 3,6 x 200  37573 0  3,6 x 205 100 10000

UBN 3,6 x 290  69364 3  3,6 x 295 100 7500

UBN 4,8 x 200  87494 3  4,8 x 200 100 7500

UBN 4,8 x 250  69367 4  4,8 x 250 100 5000

UBN 4,8 x 280  87495 0  4,8 x 282 100 5000

UBN 4,8 x 360  69368 1  4,8 x 368 100 5000

UBN 4,8 x 380  69369 8  4,8 x 385 100 8000

UBN 4,8 x 430  69370 4  4,8 x 432 100 5000

UBN 7,8 x 360  87497 4  7,8 x 380 100 2500

UBN 7,8 x 450  69374 4  7,8 x 450 100 2500

UBN 7,8 x 550  69375 9  7,8 x 550 100 2000

UBN 7,8 x 750  69376 6  7,8 x 762 100 1800

UBN 9,0 x 800  69377 3  9,0 x 812 100 1500

UBN 12,6 x 1000  69379 7  12,6 x 1030 100 800

TECHNICAL DATA

Cable tie BN

DESCRIPTION

▪ Cable tie to bundle pipes and conduits.

▪ Self-extinguishing in compliance with UL 94 Class V2.

Advantages/benefi ts

▪ The chamfered end ensures it can be easily tightened in a 

simple operation.

▪ Temperature resistant from -40° C bis +80°C.

▪ High quality nylon permits year-round application, even when 

exposed to frost.

▪ UV–stabilised material (only UBN, black), specifi cally for 

external use.

▪ Silicone and halogen-free and self-extinguishing, thereby 

increased safety in case of fi re.

▪ Diff erent colouring for diff erentiation from fl ame-resistant 

version.

OVERVIEW

Cable tie BN

Cable tie UBN

For fi xing of:

▪ Conduits

▪ Flexible and rigid plastic 

pipes

▪ Metal conduits


